
Istruzioni  
di montaggio 

1.

– In the case we choose the 
laying with a concrete slab, the tiles should be 
arranged with their long sides and short sides next 
to one another.

3. 
-

– A 
membrane is laid so that there is no contact betwe-
en concrete and terracotta. Then the slab of con-
crete can be poured with an arc-welded mesh.

2.
– After 

all the tiles have been laid, a grout is spread in 
the part that is not visible.

1. -

– In this case, the tiles 
should be arranged with their long sides and lea-
ving space for placing connectors between the 
tiles long short sides.

2.
– At this point 

a membrane is laid and it is fastened by related 
connectors.

3. -

– Then arc-welded mesh is anchored to connectors 
and after it, concrete slab is laid.
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Fitting 
instructions

1.
-

– We place strips 
of wood by the same thinness of the tiles and then 
the tiles are laid with their long sides touching.

2. – Then 
we clench the OSB layer.

3. -

– Then we lay down strips of 
wood with projected thickness and we place this  
layer posed at 45° toward the wall.

1.
-

– We place strips 
of wood by the same thinness of the tiles and then 
the tiles are laid with their long sides touching. 

3.

– According to the planning prefe-
rences we will use a type of isolant material rather 
than another. 
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2.

– After spreading the insulator over 
the tiles, we place the isolating layer, the base for 
all roofs.
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